WILLYS

Rebutds mJeeP

WILLYS PARTS & ACCESSORIES

KAISER(

Questions?
Call us Toll Free at:
1-888-648-4923

(Mon-Fri, 9AM-5PM, EST) or email Mike Meditz at:

mike@kalserwillys.com

Original Exhaust Clamp & Hanger Kit CJ2A, CJ3A, CJ3B
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Clamp marked number 2.

I his is used with the hanger |
with the rubber msulator,

[ This s bolied 1o the third

s
last cross member. 5
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Clamp marked number 4 l
This is used by itseli with no
hanger
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Clamp marked number 3.
This is used with the shightly angled hanger. The
bracket has No rubber and gets bolted to the large
brace in the whecl well on the body
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[rom the wheed
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up from the
bottom
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Clamp marked number 1.
(Tiis is used by itselt with no
hanger
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E.‘\'nh:: Fo make this exhausl
kit work properly the overlap-
ping pipe must be shit 187
nwide and 247 long on cach
{side oitthe pipe. Poing <o will
Lallow the outer pipe to clamp

onlo e mner pipe.
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C'lamp Marked Number 3
and hanger with =1
Rracket attached No luh-
ber. In the brack et. he
bracket gets bolted w Ihc
second last cross member.
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